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4xM5

Green-Dot
NFC-Tag with magnet

related information

Working load according to EN 13155/WLL

Load capacity on flat material: 150kg

Load capacity  Ø50-200: 75kg
Max. load capacity > 8mm material thickness

FX150 Air gap <0,1mm Air gap 0,1- 0,3mm Air gap 0,3- 0,5mm

Material 
Thickness 

(mm)

Max. 
Load 
(kg)

Max.        
L (mm)

Max.               
B(mm)

Max. 
Load 
(kg)

Max.           
L (mm)

Max.               
B(mm)

Max. 
Load 
(kg)

Max.        
L (mm)

Max.               
B(mm)

>=2 20 800 800 12 800 800 10 800 800
>=4 60 1500 1000 40 1500 1000 30 1200 1000
>=6 80 1500 1000 60 1500 1000 50 1200 1000
>=8 150 1500 1000 120 1500 1000 80 1200 1000

Ø50-200 75 1500 - 50 2000 - 40 1500 - FreigegebenStatus:

/1 1
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4xM6

Green-Dot
NFC-Tag with magnet

related information

FX300 Air gap <0,2mm Air gap 0,2- 0,3mm Air gap 0,3- 0,6mm

Material 
Thickness 

(mm)

Max. 
Load 
(kg)

Max.        
L (mm)

Max.               
B(mm)

Max. 
Load 
(kg)

Max.           
L (mm)

Max.               
B(mm)

Max. 
Load 
(kg)

Max.        
L (mm)

Max.               
B(mm)

>=4 60 1600 1000 50 1500 1000 40 1250 1000
>=8 200 2000 1250 160 2000 1250 120 1500 1000

>=10 230 2250 1250 190 2000 1250 150 1500 1000
>=15 300 2500 1250 250 2000 1250 200 1500 1000

Ø50-300 150 3000 - 125 2500 - 100 2000 -

Working load according to EN 13155/WLL

Load capacity on flat material: 300kg

Load capacity  Ø50-300: 150kg
Max. load capacity > 15mm material thickness
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4xM6

FX-400 Air gap <0,2mm Air gap 0,2- 0,3mm Air gap 0,3- 0,6mm

Material 
Thickness 

(mm)

Max. 
Load 
(kg)

Max.        
L (mm)

Max.               
W(mm)

Max. 
Load 
(kg)

Max.           
L (mm)

Max.               
W(mm)

Max. 
Load 
(kg)

Max.        
L (mm)

Max.               
W(mm)

>=4 80 1600 1200 65 1500 1200 50 1250 1200
>=8 250 2000 1500 210 2000 1500 160 1500 1500

>=10 300 2250 1500 250 2000 1500 200 1500 1500
>=15 400 2500 1500 350 2000 1500 250 1500 1500

Ø50-300 200 3500  - 170 3000  - 150 2500  - 

Working Load according to EN 13155

load capacity on flat material: 400kg

load capacity  Ø50-300: 200kg
Max. load capacity > 15mm material thickness
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Working load according to EN 13155/WLL

Load capacity on flat material: 600kg

Load capacity  Ø80-400: 300kg
Max. load capacity > 20mm material thickness

FX600 Air gap <0,2mm Air gap 0,2- 0,3mm Air gap 0,3- 0,6mm

Material 
Thickness 

(mm)

Max. 
Load 
(kg)

Max.        
L (mm)

Max.               
B(mm)

Max. 
Load 
(kg)

Max.           
L (mm)

Max.               
B(mm)

Max. 
Load 
(kg)

Max.        
L (mm)

Max.               
B(mm)

>=6 150 1800 1500 120 1800 1250 100 1500 1250
>=10 300 2250 1500 250 2250 1250 210 2000 1250
>=15 500 2500 1500 440 2500 1250 350 2000 1250
>=20 600 3000 1500 520 3000 1250 440 2500 1250

Ø80-400 300 4000 - 250 3500 - 200 3000 - FreigegebenStatus:
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Working load according to EN 13155/WLL

Load capacity on flat material: 800kg

Load capacity  Ø80-400: 400kg
Max. load capacity > 20mm material thickness

FX800 Air gap <0,2mm Air gap 0,2- 0,3mm Air gap 0,3- 0,6mm

Material 
Thickness 

(mm)

Max. 
Load 
(kg)

Max.        
L (mm)

Max.               
B(mm)

Max. 
Load 
(kg)

Max.           
L (mm)

Max.               
B(mm)

Max. 
Load 
(kg)

Max.        
L (mm)

Max.               
B(mm)

>=6 200 1800 1500 160 1800 1500 140 1500 1500
>=10 400 2250 2000 320 2250 2000 280 2000 1500
>=15 650 2500 2000 520 2500 2000 450 2000 1500
>=20 800 3000 2000 720 3000 2000 550 2500 1500

Ø80-400 400 5000 - 320 4500 - 250 3500 - FreigegebenStatus:
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4xM10

Green-Dot
NFC-Tag with magnet

related information
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OFFON

FX

Working Load according to EN 13155/WLL

Load capacity on flat material: 1000kg

Load capacity  Ø100-450: 500kg
Max. load capacity > 25mm material thickness

FX1000 Air gap <0,3mm Air gap 0,3- 0,5mm Air gap 0,5- 0,6mm

Material 
Thickness 

(mm)

Max. 
Load 
(kg)

Max.        
L (mm)

Max.               
B(mm)

Max. 
Load 
(kg)

Max.           
L (mm)

Max.               
B(mm)

Max. 
Load 
(kg)

Max.        
L (mm)

Max.               
B(mm)

>=10 350 2250 1500 300 2250 1500 260 2250 1250
>=15 600 2500 1500 500 2500 1500 450 2500 1250
>=20 900 3000 1500 750 3000 1500 675 3000 1250
>=25 1000 3500 1500 850 3000 1500 750 3000 1250

Ø100-450 500 4500 - 400 4000 - 330 3000 - FreigegebenStatus:
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ON OFF

FX

Working load according to EN 13155/WLL

Load capacity on flat material: 1500kg

Load capacity  Ø100-450: 750kg
Max. load capacity > 25mm material thickness

FX1500 Air gap <0,3mm Air gap 0,3- 0,5mm Air gap 0,5- 0,6mm

Material 
Thickness 

(mm)

Max. 
Load 
(kg)

Max.        
L (mm)

Max.               
B(mm)

Max. 
Load 
(kg)

Max.           
L (mm)

Max.               
B(mm)

Max. 
Load 
(kg)

Max.        
L (mm)

Max.               
B(mm)

>=10 525 2250 2000 450 2250 2000 400 2250 1500
>=15 900 2500 2000 750 2500 2000 700 2500 1500
>=20 1300 3000 2500 1100 3000 2500 1000 3000 2000
>=25 1500 3500 2500 1250 3500 2500 1100 3000 2000

Ø100-450 750 5000 - 600 4500 - 450 3500 - FreigegebenStatus:
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NFC-Tag with magnet

related information
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FX

ON OFF

Working load according to EN 13155/WLL

Load capacity on flat material: 2000kg

Load capacity  Ø120-600: 1000kg
Max. load capacity > 50mm material thickness

FX-2000 Air gap <0,3mm Air gap 0,3- 0,6mm Air gap 0,6- 0,8mm

Material 
Thickness 

(mm)

Max. 
Load 
(kg)

Max.        
L (mm)

Max.               
B(mm)

Max. 
Load 
(kg)

Max.           
L (mm)

Max.               
B(mm)

Max. 
Load 
(kg)

Max.        
L (mm)

Max.               
B(mm)

>=15 500 2500 2000 400 3000 2000 330 2500 1500
>=25 1200 3000 2000 950 3000 2000 800 3000 1500
>=40 1600 3500 2000 1300 3000 2000 1100 3000 1500
>=50 2000 4000 2000 1600 3000 2000 1300 3000 1500

Ø120-600 1000 4500 - 800 3000 - 650 3500 - FreigegebenStatus:
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FX

ON OFF

Working load according to EN 13155/WLL

Load capacity on flat material: 3000kg

Load capacity  Ø120-600: 1500kg
Max. load capacity > 50mm material thickness

FX-3000 Air gap <0,3mm Air gap 0,3- 0,6mm Air gap 0,6- 0,8mm

Material 
Thickness 

(mm)

Max. 
Load 
(kg)

Max.        
L (mm)

Max.               
B(mm)

Max. 
Load 
(kg)

Max.           
L (mm)

Max.               
B(mm)

Max. 
Load 
(kg)

Max.        
L (mm)

Max.               
B(mm)

>=15 750 2500 2500 600 3000 2500 500 2500 2000
>=25 1800 3000 2500 1400 3000 2500 1200 3000 2000
>=40 2400 3500 2500 2000 3000 2500 1600 3000 2000
>=50 3000 4000 2500 2400 3000 2500 2000 3000 2000

Ø120-600 1500 5000 - 1200 5000 - 1000 4000 - FreigegebenStatus:
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2m cable/
optional Spiral cable 1-5m

Front board control panel
Pick-Up/Full-Mag/Safe/De-Mag

Adjustable handle

Specification FXE 150-50
Nominative Force: 7,6kN lifting capacity EN 13155/WLL 

Materialthickness  >15mm (100%) WLL= 150kg
2,1kVA

U: 230V Pulse Protection Class IP 65
R: 12,8Ω Protectiv Earth SK I

Max. Load capacity at sheets and 4-edge pipes
T material thickness Lmax (mm) Wmax (mm) Wll (kg)

>=4mm 1000 500 30
>=6mm 1200 600 60
>=8mm 1200 600 80
>=10mm 1200 600 100
>=15mm 1200 600 150 FreigegebenStatus:
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2m cable/
optional Spiral cable 1-5m

Front board control panel
Pick-Up/Full-Mag/Safe/De-Mag

Adjustable handle

Specification FXE 300-50
Nominative Force: 15,2kN lifting capacity EN 13155/WLL 

Materialthickness >15mm (100%) WLL= 300kg
1,1kVA

U: 380-480V Pulse Protection Class IP 65
R: 25,5Ω Protectiv Earth SK I

Max. Load capacity at sheets and 4-edge pipes
T material thickness Lmax (mm) Wmax (mm) Wll (kg)

>=4mm 1800 1500 70
>=6mm 2000 1500 140
>=8mm 2000 1500 200
>=10mm 2000 1500 280
>=15mm 2000 1500 300 FreigegebenStatus:
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Front board control panel
Pick-Up/Full-Mag/Safe/De-Mag

2m Cable/
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Specification FXE 500-50
Nominative Force: 22,8kN lifting capacity EN 13155/WLL 

Materialthickness  >15mm (100%) WLL= 500kg
1,7kVA

U: 380-480V Pulse Protection Class IP 65
R: 15,6Ω Protectiv Earth SK I
Max. Load capacity at sheets and 4-edge pipes

T material thickness Lmax (mm) Wmax (mm) Wll (kg)
>=4mm 1800 1500 100
>=6mm 2000 1500 200
>=8mm 2000 1500 300
>=10mm 2000 1500 400
>=15mm 2000 1500 500 FreigegebenStatus:
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2m cable,
optional Spiral cable 1-5m

Front board control panel
Pick-Up/Full-Mag/Safe/De-Mag

Specification FXE 750-50
Nominative Force: 30,4kN lifting capacity EN 13155/WLL 

Materialthickness  >15mm (100%) WLL= 750kg
2,2 kVA

U: 380-480V Pulse Protection Class IP 65
R: 12,5Ω Protectiv Earth SK I
Max. Load capacity at sheets and 4-edge pipes

T material thickness Lmax (mm) Wmax (mm) Wll (kg)
>=4mm 1800 1500 150
>=6mm 2000 1500 250
>=8mm 2000 1500 400
>=10mm 2000 1500 600
>=15mm 3000 1500 750 FreigegebenStatus:
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2m cable,
optional Spiral cable 1-5m

Front board control panel
Pick-Up/Full-Mag/Safe/De-Mag

Specification FXE 1100-50
Nominative Force: 45,6kN lifting capacity EN 13155/WLL 

Materialthickness  >15mm (100%) WLL= 1100kg
3,5 kVA

U: 380-480V Pulse Protection Class IP 65
R: 7,8Ω Protectiv Earth SK I
Max. Load capacity at sheets and 4-edge pipes

T material thickness Lmax (mm) Wmax (mm) Wll (kg)
>=4mm 2000 1500 200
>=6mm 3000 1500 370
>=8mm 3000 1500 600
>=10mm 3000 1500 900
>=15mm 3000 1500 1100 FreigegebenStatus:
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Front board control panel
Pick-Up/Full-Mag/Safe/De-Mag

2m cable,
optional Spiral cable 1-5m

Specification FXE 1600-50 
Nominative Force: 68,4kN lifting capacity EN 13155/WLL 

Materialthickness  >15mm (100%) WLL= 1600kg
5,2 kVA

U: 380-480V Pulse Protection Class IP 65
R: 5,2Ω Protectiv Earth SK I
Max. Load capacity at sheets and 4-edge pipes

T material thickness Lmax (mm) Wmax (mm) Wll (kg)
>=4mm 3000 1500 300
>=6mm 3000 1500 500
>=8mm 3000 1500 800
>=10mm 3000 1500 1400
>=15mm 3000 2000 1600 FreigegebenStatus:
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Front board control panel
Pick-Up/Full-Mag/Safe/De-Mag

2m cable,
optional Spiral cable 1-5m

Specification FXE 2400-50+
Nominative Force: 91,2kN lifting capacity EN 13155/WLL 

Materialthickness  >15mm (100%) WLL= 2400kg
13,5 kVA

U: 380-480V Pulse Protection Class IP 65
R: 2Ω Protectiv Earth SK I
Max. Load capacity at sheets and 4-edge pipes

T material thickness Lmax (mm) Wmax (mm) Wll (kg)
>=4mm 3000 1500 400
>=6mm 3000 2000 700
>=8mm 3000 2000 1200
>=10mm 3000 2000 2000
>=15mm 3000 2500 2500 FreigegebenStatus:

/1 1
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